
5.8G 25/100mW mini Video Transmitter

Channel 8 Band 8

Channel 2

Features：

Independent external power amplifier for better signals
Input voltage：5-6V
Operation Current：310mA@5.5V@25mW

350mA@5.5V@100mW
Frequency range：5.8G 40CH 5645-5945MHz
Dimensions：17x22 mm
Weight：2.5g

Frequency table：

BUTTON

LED(Green)
LED(Red)

CH

FR
CH1 CH2 CH3 CH4 CH5 CH6 CH7 CH8

A 5645 5665 5685 5705 5885 5905 5925 5945

B 5740 5760 5780 5800 5820 5840 5860 5880

C 5725 5745 5765 5785 5805 5825 5845 5865

D 5733 5752 5771 5790 5809 5828 5847 5866

E 5658 5695 5732 5769 5806 5843 5880 5917

Manual：
Press 3seconds
until red LED
goes off

Channel 1

Press 3 seconds
until red LED
goes off

A long press
(5S) exits the
setup menu

Band 1

Press 3 seconds
until red LED
goes off

A long press
(5S) exits the
setup menu

25 mW

Press 3 seconds
until red LED
goes off
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100 mW

Normal idle Status
Flashes of red LED
indicates bands
Flashes of green LED
indicates channels

Channel Select
Red LED flashes at
a frequency of 1
Green LED flashing frequency
indicates channels

Band Select
Red LED flashes at
a frequency of 2
Green LED flashing frequency
indicates bands

Power Select
Red LED flashes at
a frequency of 3
Green LED flashing frequency
indicates RF power

Exit
Red Led flashes 3
times
Green Led flashes 3
times
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